FITELCLEAN
Optical Connector Cleaner

- Cleaning possible with a single push.
- Ready to be used by anyone. No special skills required.
- For cleaning of inside of adaptors and single plugs.
- Cleans both the male and female sides of MPO and MTP connectors. *1
- Works with eco-friendly cartridges. *2
- RoHS compliant

*1 : FTCN-M1
*2 : FTCN-E1, FTCN-E3 Only

Specifications & Ordering Information

<table>
<thead>
<tr>
<th>Product</th>
<th>FITELCLEAN-E</th>
<th>FITELCLEAN-M</th>
<th>Replacement Cartridge</th>
</tr>
</thead>
<tbody>
<tr>
<td>Product Code</td>
<td>FTCN-E1</td>
<td>FTCN-E3</td>
<td>FTCN-M1</td>
</tr>
<tr>
<td>FTCN-ES1</td>
<td>FTCN-ES3</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Applicable Connectors</td>
<td>MU, LC</td>
<td>SC, FC, ST, E2000</td>
<td>MPO, MTP</td>
</tr>
<tr>
<td>(Cartridges for FTCN-E1)</td>
<td>(Cartridges for FTCN-E3)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Applicable Ferrules</td>
<td>PC / APC</td>
<td>PC / APC</td>
<td>Flat / APC, Male / Female</td>
</tr>
<tr>
<td>Number of Cleanings</td>
<td>&gt;750</td>
<td>&gt;750</td>
<td>&gt;600</td>
</tr>
<tr>
<td>Length (Main Unit)</td>
<td>240mm</td>
<td>230mm</td>
<td>197mm</td>
</tr>
<tr>
<td>Amount</td>
<td>1 pc</td>
<td>1 pc</td>
<td>1 pc</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1 set (3 pc)</td>
<td>1 set (3 pc)</td>
</tr>
</tbody>
</table>
Cleaning Process

■ Confirmation of Residual Quantity

Replace the cartridge after regular use and when the blue tape becomes visible (FTCN-E1, FTCN-E3 Only)

CONTACT US

FURUKAWA ELECTRIC CO., LTD.

Head Office:
2-3, Marunouchi 2-chome, Chiyoda-ku, Tokyo, 100-8322, Japan
Tel: + 81 3 3286 3227
Fax: + 81 3 3286 3978
www.furukawa.co.jp
comsales@ho.furukawa.co.jp

Europe:
Furukawa Electric Europe Ltd.
Furukawa House
77-85 Fulham Palace Road,
London W6 8JD, U.K.
Tel: + 44 (0) 20 7313 5300
Fax: + 44 (0) 20 7313 5310
www.furukawa.co.uk
splicers@furukawa.co.uk

North & South America:
OFS Fitel, LLC
2000 Northeast Expressway
Norcross, Georgia 30071, U.S.A
TOLL FREE: + 1 886 452 9516
Tel: + 1 678 783 1090
Fax: + 1 678 783 1093
www.ofsoptics.com
splicers@ofsoptics.com

China:
Furukawa Shanghai, Ltd.
Beijing Branch
Room 1108 Beijing Jing Guang
Center Hujialou Chaoyang Distric
Beijing 100020, China
Tel: + 86 10 8591 0608
Fax: + 86 10 8591 0609
www.furukawa-sh.cn

South East Asia:
Furukawa Electric Singapore
Pte. Ltd.
60 Albert Street, #13-10 OG
Albert Complex, Singapore
189969
Tel: + 65 6224 4686
Fax: + 65 6336 2635
comms@furukawa.com.sg

Export Control Regulations
The products and/or technical information presented in this publication may be subject to the application of the Foreign Exchange and Foreign Trade Act and other related laws and regulations in Japan.
In addition, the Export Administration Regulations (EAR) of the United States may be applicable.

In cases where exporting or reexporting the products and/or technical information presented in this publication, customers are requested to follow the necessary procedures at their own responsibility and cost. Please contact the Ministry of Economy, Trade and Industry of Japan or the Department of Commerce of the United States for details about procedures.

* Furukawa Electric reserves the right to improve, enhance, or modify the features and specifications of FITEL products without prior notification.
* Company and product names appearing in this catalogue are registered marks or trademarks of respective companies.