
CA402E-02

Optical Transmitter for 
VHF/UHF/BS/CS110°

■ Optical transmitter suited for frequency ranges of the CATV 

band(70-770MHz) and the  BS/CS-IF band(950-2150MHz)

■ Suitable for optical video distribution system of  mansions

■ +9dBm  optical output power is available

■ Applied the Direct Modulation which is low cost

■ JIS or EIA 19-inch rack mountable

Main Features

FH-OT-2150３C
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CA402E-02

Specifications

Fre qu e ncy Ran ge

Nu m be r of C han ne l
(70-770MHz )

(950-2150MHz )
Im pe dance /C onn e ctor

RF In put le ve l
(70-770MHz )

(950-2150MHz )
LD Type

W ave le n gth
O ptical  Fibe r

O ptical  C onn e ctor
O ptical  O u tput

Modulation  Type

RF In put Re turn  Loss

Flatne ss

C NR　 （ *1）

C SO 　 （ *1）
C TB　 （ *1）
IM3　 （ *1）
Powe r S upply DC -48V +/- 10％ AC 100V/200V  +/- 10％

Powe r C onsum ption < 40W < 85VA
O pe ration  C ondition

Tm e parature /Hum idi ty
C hassis  S tru cu te

Dim m e nsion
The test condition is that Tx is received by the master Rx.
The measurement condition is as follows;

*1: 18dB of optical loss

C on tinu ous
0℃ -+40℃ /20％ -85％ RH　 (with out con de nsation)

JIS   or EIA 19inch  Rack  Mou ntable
432(W )x 44(H) x 397(D)m m  

O
th

er
s

< +/-1.0dB　 (70-770MHz )
< +/-3.0dB　 (950-2150MHz )

> 46dB　 (70-770MHz )
> 25dB　 (950-2150MHz )
< -60dB　 (70-770MHz )

< -58dB　 (950-2150MHz )
< -60dB　 (70-770MHz )

70-770MHz
950-2150MHz

In

Ite m

an alog  : 11ch
digi tal  : 80ch

86dBuV  : analog
76dBu V  : digi tal

BS-IF, C S -IF : 24ch

86dBμV

S pe ci fication s

Pe
rf

or
m

an
ce

O
ut

75Ω／ F Type  conn e ctor (fe m ale )

DFB-LD
1550～ 1560ｎ ｍ

1.31μm　 Non -dispe rsion  SMF　 10/125μm
S C -APC

+9dBm  +/- 1dB
Dire ct Modulation

>14dB　 (70-770MHz )
>7.5dB　 (950-2150MHz )

Caution
For safe use of this product, please never fail to read 
through the product manual before starting to use it.

Specifications and appearance of the product may be changed in the future without any prior notification.

Updated January 2008.


